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Package managers

.deb

.rpm

Debian Package Manager allows to
use a single .deb package for any
Debian-based distributive.

With RPM Package Manager we
need a separate rpm package for
Red Hat distribution:

el6, el7, el8, fc24
SUSE distribution:

sles11, sles12, opensuse.



Package dependencies

el7: sles 12:

- libblkid - libblkid1

- libgcc - libgcc_s1

- libstdc++ - libstdc++6

- ncurses-libs - libmagicl

- fuse-libs - libfuse2

- file-libs - veeamsnap-kmp = 3.0.2.1185

- veeamsnap = 3.0.2.1185



Alternative package managers
Snappy Flatpak
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Python IDE for
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Ahackable text editor
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Y Notepad-Plus-Plus Android Studio PhpStorm . - @
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Android Studio
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Updates problem

To be, or not to be updated,
that is the question!
- Do not update, ever.

- Automatically update as soon as
possible.

- Manually update only after testing in
a test infrastructure.



Various platforms support

Most common problems in support of different platforms
for C/C ++ programs :

1. Platform-dependent types
2. Alignment of structures
3. Byte order (Little/big endian)

Currently we support only x86 and amdé64 platforms :(

0 alpha
oarc
o0 oarm
0 arm64

hexagon
ia64
m68k
microblaze
mips
nds32
nios2
openrisc
parisc
powerpc
W riscv

0 s390

w sh

" sparc

0 um

"% unicore32
0 x86

" xtensa
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Static vs dynamic linking

40U SHOULD STOP
USING WHATEVER

YOU FIND LYING
AROUND

Static:

+ Guarantees use of a specific
version of the library

+ using fresh libraries on older
systems without updating

Dynamic:

+ The library is guaranteed to be
compatible with the kernel,
modules, and other software.



Intersection of libraries

VeeamAgentEx

L.| libVIX.S0 ‘
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Segmentation fault at 0x00000000x21d490f 0x000000000000x4c5.
Backtrace.

-—- #0 at 0x00000000x13lefde /tmp/VeeamAgent() [0xl1l3lefde]

-- #1 at 0x000x7f42ee0b5890 /1lib/x86 64-linux-
gnu/libpthread.so.0 (+0x£f890) [0x7£f42ee0b5890]

-- #2 at 0x00000000x21d490f
/ tmp /SNBSS (X509 VERIFY PARAM free+0x5f) [0x21d490f]

-- #3 at 0x000x7f42d1dbl3a3 /usr/lib/vmware-vix/Workstation-
11.0.0-and-vSphere-6.0.0/64bit/[ SRS - 1.0.1 (SSL_free+0x43)
[0x7£42d1dbl3a3]

-- #4 at 0x000x7£f42d1b34c60 /usr/lib/vmware-vix/Workstation-
11.0.0-and-vSphere-
6.0.0/64bit /B - so . 4 (Curl_ossl close+0x30) [0x7£42d1b34c60]

-- #11 at 0x000x7£f42d035371c /usr/lib/vmware-vix/Workstation-

11.0.0-and-vSphere-6.0.0/64bit/[ N - so (+0x2e371c)
[0x7£42d035371c]
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Symbols visibility

-fvisibility=[default|internal |hidden|protected]
+ Set the default ELF image symbol visibility to the specified option
all symbols are marked with this unless overridden within the code.

+ Despite the nomenclature, default always means public; i.e.,
available to be linked against from outside the shared object.
protected and internal are pretty useless in real-world usage so the
only other commonly used option is hidden. The default if -
fvisibility isn't specified is default, i.e., make every symbol
public.

--exclude-1libs 1ib,1lib, ...

« Specifies a list of archive libraries from which symbols should not
be automatically exported. The library names may be delimited by
commas or colons. Specifying "--exclude-libs ALL" excludes symbols
in all archive libraries from automatic export.
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Creating a package for C/C++ apps

Cross compiling Build farm

Pros: Pros:

- Simpler builder infrastructure - Simple preparation

- Less resource consuming - Platform independence
Cons: Cons:

- Perparation of a cross-compiling « Requires a lot of resources
environment is required - Maintenance costs

13



OpenBuildService structure
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M Open Build Service > Projects = home:builder > Add Repository builder | Home Project | Logout

Overview Repositories Monitor Requests Users Subprojects Advanced

Add Repositories to home:builder

(t,ﬁfﬁ openSUSE distributions

[J openSUSE Tumbleweed M openSUSE Leap 15.1 [J openSUSE Leap 15.1 ARM [ openSUSE Leap 15.1 PowerPC M openSUSE Leap 15.0
[J openSUSE Leap 15.0 Ports [ openSUSE Factory ARM [J openSUSE Factory PowerPC [] openSUSE Backports for SLE 15 SP1

[J openSUSE Backports for SLE 15 [J openSUSE Backports for SLE 12 SP4 [J openSUSE Backports for SLE 12 SP3

[ openSUSE Backports for SLE 12 SP2 [J openSUSE Backports for SLE 12 SP1 [ openSUSE Backports for SLE 12 SP0

w SUSE Linux Enterprise distributions
Sase

M SUSE SLE-15-SP1 M SUSE SLE-15 M SUSE SLE-12-SP4 M SUSE SLE-12-SP3 M SUSE SLE-12-SP2 M SUSE SLE-12-SP1 M SUSE SLE-12
M SUSE SLE-11 SP 4 [ SUSE SLE-10

a Arch distributions

O Arch Extra

Raspbian distributions

[J Raspbian 10 [J Raspbian 9.0

Debian distributions

lan

[J Debian Unstable [] Debian Testing [ Debian 10 [J Debian 9.0 [ Debian 8.0 [J Debian 7.0
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ABI for kernel modules

Linux kernel-to-userspace

Linux kernel-internal

kABI for modules is:

API stability is guaranteed
and source code is portable
within a single release.

Compatible ABI can be
guaranteed and modules are
portable within a single
release.

Between releases API and
ABI can break.

16



Kernel version and backports

In the Linux kernels from distributors we can find
an abundance of bug fixes, patches and backports.
The kernel version turns out to be useless.




https://access.redhat.com/solutions/3658111

WARNING: at block/blk-throttle.c:1222

blk throtl drain+0xff/0x180() (Not tainted)
Hardware name: PowerEdge R630

Modules linked in: veeamsnap (U)

Pid: 7812, comm: Lpb Server thre Not tainted 2.6.32-
754.6.3.el16.x86 64 #1

Call Trace:

[<EE££f££££810805¢cl>] ? warn slowpath common+0x91/0xe0
[<EE££££££8108062a>] ? warn slowpath null+0xla/0x20
[<f££f£££££812978af>] ? blk throtl drain+0xff/0x180
[<fff£f££££81286cdl>] ? __bIk_draiE_queue+Ox91/Ox14O
[<fff£f££££812806fab>] ? blk cleanup queue+0xeb/0x1d0
[<Efff£f££f£fa0436899>] ? _sngpimage_aestroy+0xld9/Ox3aO
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[veeamsnap]
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‘ @ blk_types.h <-> blk_types.h X ‘ [_Q blk_types.h <->blk_types.h

|C:\tmp\sles 12-sp3\blk_types.h

v]..|

I C:\tmp\vanilla-4.8\plk_types.h

l@i’req_opf v | | @ REQ_OP_DISCARD v | |<g> __LINUX_BLK_TYPES_H._anonymus10 v | |
A /* /* ~
* Block data types and constants. Directly include this file only to * Block data types and constants. Directly include this file only to
* break include dependency loop. * break include dependency loop.
- xf x/
#ifndef _ LINUX BLK TYPES H #ifndef _ LINUX BLK TYPES H
#define _ LINUX BLK TYPES H #define _ LINUX BLK TYPES H
#include <linux/types.h> #include <linux/types.h>
#include <linux/bvec.h> #include <linux/bvec.h>
struct bio_set; struct bio_set;
struct bio; struct bio;
struct bio_integrity payload; struct bio_integrity_payloadﬂ
o struct page; struct page;
struct block device; struct block_device;
- struct io_context; struct io_context;
struct cgroup_subsys_state; struct cgroup_subsys_state;
typedef void (bio end io t) (struct kio *); typedef void (bio_end_io_t) (struct bio *);
53 typedef void (bio_destructor_t) (struct bio *);
{¥3}

/A

* stacking drivers)
x/
struct bkio {
struct bio *bi_next; /* request queue link */
struct block device *bi_bdev;
int bi_error;
unsigned int bi_opf; /* bottom bits req flags,
* top bits REQ OP. Use
* accessors.
x/
bi_flags; /* status, command, etc */
bi_ioprio;

unsigned short
unsigned short

struct bvec_iter bi_iter;

/* Number of segments in this BIO after

© 2049 /eeam Softnare A 1ghes reseried A trademarks are the pronerty of the 1 1esnect e onners

* main unit of I/0 for the block layer and lower layers (ie drivers and

#ifdef CONFIG_BLOCK
/*

* main unit of I/0 for the block layer and lower layers

* stacking drivers)
=/
struct bio {
struct bio *bi_next;
struct block device *bi_bdev;
int bi_error;
unsigned int bi_opf;

* top bits REQ OP. Use

/* request queue link */

(ie drivers and

/* bottom bits req flags,

* accessors.

*/
bi_flags;
bi_ioprio;

unsigned short
unsigned short

struct bvec_iter bi_iter;

[*

status,

command,

etc */

19



/@ blk_types.h <-> blk_types.h X

|C:\tmpsles 12-sp2\4.4.21\bk_types.h v|..] |c:\tmp\sles12-sp3\blk_types.h v|..]

[$» _LINUX_BLK_TYPES_H. _anonymus3 || v] [§» _LINUX_BLK_TYPES_H. _anonymus10 || v|

A struct cgroup_subsys_state; /* A
typedef void (bio_end io_t) (struct bio *); * Block data types and constants. Directly include this file only to
typedef void (bio_destructor_t) (struct bio *); ] * break include dependency loop. -

/*

*/
struct bio vec {
struct page *bv_page;
unsigned int bv_len;
unsigned int bv_offset;

#ifdef CONFIG_BLOCK

struct bvec_iter {

sector_t bi_sector; /* device address in 512 byte
sectors */

unsigned int bi size; /* residual I/O count */

unsigned int bi_idx;

unsigned int bi_bvec_done;
current bvec */

/*

* stacking drivers)
A/I
struct bio {
struct bio

/* request queue link */
struct block device *bi_bdev;

*bi_next;

* was unsigned short, but we might as well be ready for > €64kB I/0O pages

/* current index into bvl vec */

/* number of bytes completed :

* main unit of I/0O for the block layer and lower layers (ie drivers and

&

*/
#ifndef _ LINUX_BLK TYPES H
#define _ LINUX BLK TYPES H

#include <linux/types.h>
#include <linux/bvec.h>

struct bio_set;

struct bio;

struct bio_integrity payload;
struct page;

struct block_device;

struct io_context;

struct cgroup_subsys_state;

typedef void (bio end io t) (struct bkio *);

/A
* main unit of I/0 for the block layer and lower layers (ie drivers and
* stacking drivers)
of 4
struct bio {
struct bio *bi_next; /* request queue link */
struct block device *bi bdev;

[ ]
1
u unsigned int bi flags: /* status, command, etc */ o]
- _
int bi error:
unsigned long bi_rw; /* bottom bits READ/WRITE, i)
* top bits priority
*/
{¥3}
struct bvec_iter bi_iter;
- /* Number of secgments in this BIO after

- int bi error;

£ unsigned int bi_opf; /* bottom bits req flags,
* top bits REQ OP. Use
* accessors.
x/

4 unsigned short bi_ flags; /* status, command, etc */

unsigned short bi_ioprio;

struct bvec_iter bi_iter;

/* Number of segments in this BIO after
* physical address coalescing is performed.
xf

unsigned int bi_phys_ segments;

VS

N
()
—



Kernel patchwork

https://patchwork.kernel.org/patch/7748091
@@ -1736,12 +1736,14 @@ EXPORT SYMBOL (ioctl by bdev);
/**
* lookup bdev - lookup a struct block device by name
* (@pathname: special file representing the block device
+ * (@mask: rights to check for (%MAY READ, 3MAY WRITE, S$MAY EXEC)

V

vV V. V V

*/
-struct block device *lookup bdev (const char *pathname)
+struct block device *lookup bdev(const char *pathname, int mask)

{

vV V. V V

inode = d backing inode (path.dentry);
if (mask != 0 && !capable(CAP SYS ADMIN)) {
error = inode permission (inode, mask);
if (erroET B
goto fail;

V V. VV VYV
+ + + +

+ }
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Kernel module signature

opensuse-15-host:/ # modinfo veeamsnap

filename:

/1lib/modules/4.12.14-1p150.12.45-default/weak-

updates/updates/drivers/veeamsnap. ko

supported:
version:
description:
author:
license:
suserelease:
srcversion:
retpoline:
vermagic:
sig 1id:
signer:

sig key:

sig hashalgo:

signature:

external

4.0.0.1311

Veeam Snapshot Kernel Module

Veeam Software Group GmbH

GPL

openSUSE Leap 15.0

4BB3B8ES0B15FC85E3AC2AR

Y

4.12.14-1p150.11-default SMP mod unload modversions retpoline
X509

Veeam Software Group GmbH
A5:DA:85:BB:C9:CF:A8:DD:92:CA:DD:BE:67:75:65:AD:C9:1D:2F:44
sha256
01:00:1F:89:6F:C4:56:30:2E:DC:0C:63:39:7A:3A:87:22:C4:3B:BF:
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Enrolling module certificate

Shin UEFI key management

Press any key to perform MOK management

Perform MOK management
Booting in 3 seconds

Continue boot
Enroll MOK
Enroll key from disk
Enroll hash from disk

© 2049 /eeam Softnate A 1ghs reseried A trademarks are the nroverty of the 1 1esnect e onners
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(1 ssh-rhel-8 - Edit Settings (?)

144

(1 ssh-sle-15-sp1 - Edit Settings

N
()

[ Virtual Hardware | VM Options | SDRS Rules ‘ vApp Options J

» General Options VM Name: Issh-mel-s

[] Lock the guest operating system when the last remote user
disconnects

VMware Remote Console
Options

VMware Tools Expand for VMware Tools settings

v

Expand for power management settings

v

Power management
~ Boot Options

Choose which firmware should be used to boot the virtual
machine:

Firmware

[ BIOS (recommended)

A Changing firmware might cause the installed guest
operating system to become unbootable.

Boot Delay Whenever the virtual machine is powered on or reset, delay the

boot order for:
0 % milliseconds
Secure Boot Secure Boot (EFI boot only)

[] The next time the virtual machine boots, force entry into the

Force BIOS setu
P BIOS setup screen

[] When the virtual machine fails to find a boot device,
automatically retry boot after:

Failed Boot Recovery

10 ° seconds

Compatibility: ESXi 6.5 and later (VM version 13) 0K Cancel

=

" Virtual Hardware | VM Options | SDRS Rules I vApp Options ‘

» General Options VM Name: ’ssh-sle-15—sp1

[] Lock the guest operating system when the last remote user
disconnects

VMware Remote Console
Options

v

VMware Tools Expand for VMware Tools settings

v

Expand for power management settings

v

Power management

~ Boot Options
Firmware Choose which firmware should be used to boot the virtual
machine:
EFI L= |::
o Changing firmware might cause the installed guest
operating system to become unbootable.
Boot Delay Whenever the virtual machine is powered on or reset, delay the

boot order for:
0 % milliseconds
Secure Boot [] Secure Boot (EFI boot only)

[] The next time the virtual machine boots, force entry into the EFI

Force EFl setup setup screen

["] When the virtual machine fails to find a boot device,
automatically retry boot after:

Failed Boot Recovery

10 ~- seconds

Compatibility: ESXi 6.5 and later (VM version 13) oK Cancel
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Supported distributions

Debian 6.0 — 9.7

Ubuntu 10.04 — 19.04

RHEL 6.0 — 8.0

Cent0S 6.0 — 7.6

Oracle Linux 6 (starting from UEK R1)

Oracle Linux 7 (up to UEK R4 U7)

Oracle Linux 6 — 7.6 (RHCK)

Fedora 23 — 30

SLES 11 SP4 — 15 SP1

SLES for SAP 11 SP4 — 15 SP1

openSUSE 11.3 —13.2, 42.0 - 42.1
42.2 —42.3, 15.0 - 15.1
Tumbleweed




Thank you for your attention!

My contacts: Veeam vacancies:

habr.com/ru/users/codeimp/

() GitHub

github.com/Codelmp/
STRAVA

strava.com/athletes/39745077 careers.veeam.ru/vacancies
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